Pay limits for railing, PF-1

Detail A

Pay limits for railing, concrete class C
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required for expansi on concrete transition.

NOTES :
1. All chamfered edges shall be 1".
TS 4"x 3"x 1/4" ; il i
2. Intermediate railing splices shall be placed every 20 ft.
Tack weld 4 1/2" x4 1/2" x 1/8" plate to TS with center of connection at span quarter points.
(1 fillet weld on each side of plate) 3 . )
, . @) See Standard Drawing E 706-BRPP-05 for Railing Tube Details
3/4" g x 9" long round and Inner Sleeve Details.
- head bolts in 7/8" @ holes ) !
a i . —TS 4" x 4" x 3/16" x 15 1/4" (4) See Standard Drawing E 706-BRPP-06 for Base Plate Detall,
E 9 5/8" @ x 1-1" long bolts or threaded Bearing Plate Detail, and reinforcing steel bar bends.
%'Z% /_{ rods embedded 10" in concrete railing 5. See Standard Drawings E 706-TTBP-01 and E 706-TTBP-02
o 5 :Nuw with one hardened steel washer per nut for Concrete Bridge Railing Transition, TPF-1
u iy 3’4"2?56 plate @ 6. See Standard Drawing E 703-BRST-01 for Standard 180°bar
o 50 T “e=es bending detail.
535 % 2 Bearing plate(® 7. All reinforcing bars designated "E" shall be epoxy coated.
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